Norton Heavy Twins - Pistons

Model
     Compression
Number

500

6.7

D12/702

500

7.8

L12-2/702

500

9.0

L12-2/708HC

500

7.8

19785/19786

500

7.8 (8.1)
22504/22505

500

9.0

T2233/T2234

500

8.5

23179/23180

500

9.45

23185/23186

600

7.4

L14/702

600

7.4

19406/19407

600

8.25 (7.4)
13325

600

8.95

18549

600

10.0

13408  (Became P/Max 18459)

600

10.2

18553  (650SS Piston)

600

9.0

21339/21340

600

7.4 (7.6)
22512/22513

600

8.0

22518/22519

600

8.25

23182/23183

600

8.9

23189/23190

600

10.2

23187/23188

650

8.9

17839

650

10.2

18553  (Later 650SS Piston)

650

8.9

24022/24023

650

?

25387/25388

Atlas

7.5

19488

Commando
8.7

19145

750 P/Max
10.0

18554

Atlas

7.6

24246/24247

Atlas

7.6

25389/25390

750

8.7

061185/061186

750

8.9

062459/06262 (?)

750

9.0

063338/063339

750

10.0

063348/063349 (Combat)

850

8.5

19342

850

8.5

063838

 

 
 
 
